
LED Cabinet
Lamp
45 Degree
Oblique 
Lighting for
Wardrobe
and Closet
with Aluminum
Profile Strip
Light

01 Edge-mounted installation

Clamps directly onto a nominal 0.71
in shelf.

02 45-degree light projection

Directs light forward and downward
into the cabinet.

03 12V DC low voltage

Efficient indoor operation for furniture
lighting.

04 Complete system

Integrated LED strip plus power and
control accessories.

5 YEAR WARRANTY

Dependable performance and
long-term peace of mind.

EDGE-MOUNTED

No routing.
No drilling.
Clamp-on shelf edge.

0.71 in
Nominal shelf fit

45 deg
Directional profile

3.05 W/ft
Power consumption

244 lm/ft
Rated output

~37 LEDs/ft
LED density

3000K
Warm white

4000K
Natural white

6000K
Cool white
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PRODUCT OVERVIEW 02 / 04

HIDDEN SHELF-EDGE LIGHTING

Edge-mounted.
Precisely angled.

Bring stylish, functional lighting to furniture with a 45-degree oblique=
shelf-edge profile engineered for wardrobes, closets, shelving, and=
display units. The channel clamps directly onto a nominal 0.71 in=
board, creating a hidden, integrated finish with no routing or drilling=
required.

The angled profile projects light forward and downward to reduce=
dark spots inside cabinets. Its anodized aluminum body supports heat=
dissipation, while the frosted diffuser softens glare and creates a=
continuous line of light.

An integrated SMD 2835 LED strip operates at 12V DC and is offered=
in 3000K Warm White, 4000K Natural White, and 6000K Cool=White. 
Rated performance is approximately 3.05 W/ft, 244 lm/ft, and=37 
LEDs/ft.

The package includes one LED strip installed in the profile. A driver,=
power supply, touch dimmer, connectors, and wiring cable are shown=
as part of the complete system.

Designed for 0.71 in shelves: clamp-on installation keeps the light source discreet
while improving visibility inside the cabinet.

Integrated by design.
The profile wraps the shelf edge and
conceals the LED chamber.

01
No cutting or drilling

Slides onto the shelf edge for a clean
installation.

02
45-degree direction

Aims light forward and downward
into the cabinet.

03
Soft, even output

Frosted diffuser reduces glare and
visible LED points.

04
Aluminum
protection

Anodized housing supports heat
dissipation and durability.

APPLICATIONS

Wardrobes, closets, wine racks,
worktops, showcases, exhibition
furniture, and retail shelving.

Wardrobes Closets Wine Racks

Worktops Showcases Retail Displays

LIGHT QUALITY

Select the atmosphere.

3000K WARM WHITE

Soft, inviting cabinet light.

4000K NATURAL WHITE

Balanced, practical visibility.

6000K=COOL WHITE=Crisp, 

bright presentation.
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SHELF FIT AND INSTALLATION

Designed around a
0.71 in shelf edge.

The clamp-on profile wraps the board edge and positions
the diffuser at a 45-degree angle. Confirm the actual shelf

thickness and extrusion before final installation.

NOMINAL PROFILE FIT

Imperial dimension guide

0.71 in

1.25 in

0.51 in top cap

0.57-0.64 in

45-degree light

Compatible LED strip PCB width: 0.24 in. Nominal profile dimensions shown are based
on the supplied reference diagrams; verify the actual extrusion before production or
custom millwork.

INSTALLATION CONCEPT

The profile hooks over the shelf
edge. A rear wire path keeps
cabling discreet.

0.71 in
SHELF FIT

Nominal board thickness.

1.26 in
OVERALL HEIGHT

Approximate profile height.

0.51 in
TOP CAP

Approximate top flange depth.

0.24 in
LED PCB WIDTH

Compatible strip width.

AVAILABLE LENGTHS

Stock and custom sizing in inches
11i n 15 in 19 in 23 in 27  in 31 in 35 in 39 in 43 in

47 in 51 in 55in 59 in 63in 68 in 73 in 79 in

Length selections are listed in inches. Confirm the required finished run before ordering.

COMPLETE LIGHTING SET

Everything needed for a clean installation.

INCLUDED SYSTEM

1 LED profile + 1 strip

2 Touch dimmer switch

3 Driver and power supply

4 Connectors and wiring

01 AC POWER > 02 12V DRIVER > 03 TOUCH DIMMER > 04 LIGHT BAR
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INSTALLATION CONCEPT

The profile hooks over the shelf
edge. A rear wire path keeps
cabling discreet.
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SPECIFICATIONS AND INSTALLATION

Product specifications. Use the table and notes below when planning shelf fit,
low-voltage power, color temperature, wiring, and final

assembly.

FEATURE DETAILS

Product Type 45-degree oblique shelf-edge LED cabinet lamp

Material Anodized aluminum housing with frosted diffuser

Light Source Integrated SMD 2835 LED strip - 1 strip included

Operating Voltage 12V DC

Power Consumption Approximately 3.05 W/ft

Luminous Flux Up to approximately 244 lm/ft

LED Density Approximately 37 LEDs/ft

Profile Orientation 45-degree directional shelf-edge lighting

Beam Angle 120-degree LED beam spread

Shelf Fit Edge-mounted for nominal 0.71 in thick boards

Applicable LED Strip 0.24 in wide PCB

Interface DuPont connector

Light Colors 3000K Warm White; 4000K Natural White; 5000-6000K Cool White

Mounting Method Clamp-on shelf edge; no routing or drilling required

Applications Wardrobes, closets, wine racks, worktops, showcases, exhibitions, and retail displays

Included Accessories Driver, power supply, touch dimmer, wiring cable, and connectors

Warranty Orbisify 5-Year Warranty

AVAILABLE LENGTHS 11.81, 15.75, 19.69, 23.62, 27.56, 31.50, 35.43, 39.37, 43.31, 47.24, 51.18, 55.12, 59.06, 63.0, 68.11, 73.0, and 79.0n

Installation Notes Verify the complete system before finalizing wire concealment or shelf placement.

1
Confirm shelf fit

Measure the board and confirm a nominal 0.71 in
thickness before installation.

2
Slide profile into place

Clamp the channel over the shelf edge. No routed
slot or drilling is required.

3
Plan the wire path

Use the rear wire groove or concealed furniture
pathway to keep cabling discreet.

4
Connect the 12V system

Connect the light bar, touch dimmer, driver, power
supply, wiring, and connectors.

5
Test before finalizing

Check color temperature, brightness, diffuser fit,
connections, and light direction.

6
Complete the installation

Secure and conceal the wiring, then enjoy smooth
forward-and-downward illumination.

5Y Orbisify 5-Year Warranty
Built for dependable performance and long-term peace of mind.
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