
12V LED 
Touch 
Dimmer 
Switch 
Adjustable 
Brightness 
for 
Bathroom 
Mirror + 
Backlight 
Lighting

01 Touch-through-surface 

control
Mounts behind glass or acrylic up to 5 
mm thick for a discreet, visible touch 
point.

02 Tap ON/OFF + hold to 
dim
A quick touch toggles the light; a long 
press provides smooth, stepless 
brightness adjustment.

03 12V / 5A / 60W capacity

Designed for single-color 12V LED tape, 
modules and mirror backlighting up to 
the rated load.

04 Inline plug-and-play 
wiring
DC barrel input and output leads 
simplify connection between the driver, 
dimmer and LED light.

5
YEAR WARRANTY

Dependable performance 
and
long-term peace of mind.

INVISIBLE TOUCH DIMMING

Touch the surface.
Control the light.

12V DC

SYSTEM VOLTAGE

5A max

RATED CURRENT

60W max

RATED LOAD

Tap + hold

TOUCH OPERATION

5 mm max

PANEL THICKNESS

Hidden switch. Smooth brightness.
Low-profile touch control for bathroom mirrors, vanity backlights, cabinets, toe-kicks and accent lighting.
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CAPACITIVE TOUCH CONTROL FOR MIRRORS

A clean touch point with no visible wall switch.
Add effortless fingertip control to a single-color 12V LED lighting system. The ultra-slim 
capacitive dimmer mounts behind glass or acrylic up to 5 mm thick, keeping the 
electronic module concealed while the selected touch point remains easy to operate.
Tap once to turn the connected lighting on or off. Press and hold for smooth, stepless 
dimming, making the switch ideal for bathroom mirrors, vanity backlights, toe-kicks, 
cabinets and decorative accent runs.
The inline design uses DC barrel input and output leads for quick low-voltage connection. 
Its moisture-resistant body is intended for dry or damp indoor areas, but it should remain 
outside direct spray and be enclosed when required by local code.

12V SINGLE-COLOR TOUCH DIMMING SYSTEM
One touch point provides power switching and continuous brightness adjustment.

01 Behind-glass sensing

Works through compatible glass 
or acrylic panels up to 5 mm 
thick.

02 Tap to switch
Short touch turns the 
connected LED lighting on or 
off.

03 Hold to dim
Long press smoothly raises or 
lowers brightness without 
visible steps.

04 Plug-and-play leads
Inline DC barrel connections 
simplify driver-to-light 
installation.

MIRROR, VANITY AND BACKLIGHT APPLICATIONS

One discreet control point. Continuous brightness adjustment.

STEPLESS TOUCH DIMMING TAP ON/OFF / LONG-PRESS TO SET BRIGHTNESS CONCEALED MIRROR INSTALLATION MODULE BEHIND PANEL / CLEAN FRONT TOUCH POINT

Orbisify / 12V LED Touch Dimmer Switch Product Specification Sheet
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POWER, POLARITY AND TOUCH ALIGNMENT

Plan the driver, dimmer and LED load as one system.
Confirm 12V DC polarity, total load, touch-point location and panel thickness before final installation.

Connection sequence
Use a compatible 12V DC driver and observe polarity 
from supply to LED load.

AC

Mains

>
12V

Driver

>
TOUCH

Dimmer

>
LED

Strip

Installation checks

Confirm 12V DC polarity

Keep load within 5A / 60W

IMPORTANT LED strip, 12V driver and mounting accessories are not included.

12V DC

INPUT VOLTAGE

5A max

RATED CURRENT

60W max

RATED LOAD

5 mm max

GLASS / ACRYLIC

CAPACITIVE TOUCH AND STEPLESS DIMMING

Tap to switch. Hold to set the light level.

Control and mounting functions

Low-voltage touch control for mirror and backlight applications.

TAP Touch once to turn the connected single-color LED lighting 
on or off.

HOLD Press and hold to dim smoothly up or down through the 
usable range.

ALIGN Position the module directly behind the selected touch icon 
or control point.

PROTECT Keep the module outside direct spray and use a sealed 
enclosure when required.

01 AC POWER > 02 12V DC DRIVER > 03 TOUCH DIMMER > 04 LED STRIP / MODULES

Orbisify / 12V LED Touch Dimmer Switch Product Specification Sheet
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SPECIFICATIONS AND INSTALLATION

Product specifications. Plan the touch location, 12V supply, polarity, load and final concealed mounting as 
one complete system.

Orbisify / 12V LED Touch Dimmer Switch Product Specification Sheet
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FEATURE DETAILS

Product Type Capacitive touch dimmer switch for single-color 12V LED lighting

Input Voltage DC 12V

Maximum Load 5A / 60W

Control Operation Tap ON/OFF | long press for smooth, stepless dimming

Through-Surface Use Works behind compatible glass or acrylic up to 5 mm thick

LED Compatibility 12V single-color LED strip, tape, modules and mirror backlights

Connectors Inline DC barrel connectors: power adapter -> dimmer -> LED lighting

Cable Length Approx. 15 cm lead on each side

Body / Finish Low-profile, moisture-resistant white module

Mounting Concealed behind mirror, glass or acrylic; align with the selected touch point

Use Locations Bathrooms, vanities, bedrooms, hallways, cabinets, toe-kicks and accent lighting

Included Touch dimmer module with DC input and output leads

Not Included LED strip, 12V power supply / driver and mounting accessories

Environment Indoor dry or damp areas; keep away from direct water spray

Installation Notes

1 Disconnect power

Switch off the 12V supply before handling any 
low-voltage connections.

2 Choose the touch point

Select a clean location on glass or acrylic no 
more than 5 mm thick.

3 Connect the input

Connect the dimmer input lead to a 
compatible 12V DC power supply.

4 Connect the LED

Connect the output lead to the single-color 
LED load and observe polarity.

5 Align and mount

Secure the module behind the panel directly 
under the chosen touch icon.

6 Test and protect

Verify tap and hold functions, then keep wiring 
and module outside direct spray.

5Y
Orbisify 5-Year Warranty
Built for dependable low-voltage touch control and long-term peace of mind.
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