
45° LED 
Aluminum 
Channel 
Light Full 
Set Corner-
Mount 
Under-
Cabinet 
Lighting 
Kit with 
Diffuser for 
Wardrobe, 
Shelf & 
Kitchen
01 18 mm shelf-edge fit

The profile integrates with 0.7 in shelf 
edges for a clean furniture-lighting 
finish.

02 45° directional 
illumination
Angled output sends light forward and 
downward to reduce dark zones inside 
cabinets.

03 12V high-density LED 
light
SMD2835 LEDs deliver 120 LEDs/m, 
10W/m and up to 800 lm/m behind a 
frosted diffuser.

04 Complete full-set system

Includes the aluminum profile, diffuser, 
LED strip, power supply, touch switch 
and wiring.

5
YEAR WARRANTY

Dependable performance 
and
long-term peace of mind.

INTEGRATED SHELF-EDGE LIGHTING

Light follows the shelf.
The profile stays 

hidden.

12V DC

SYSTEM VOLTAGE

10W/m

POWER CONSUMPTION

800 lm/m

LUMINOUS OUTPUT

18 mm

0.7 IN SHELF FIT

45°

DIRECTIONAL OUTPUT

Shelf-edge profile. Directed illumination.

A complete 12V under-cabinet lighting system for 18 mm shelves, wardrobes, kitchens and display furniture.
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EDGE-MOUNTED 45° CABINET LIGHTING

Integrated into the shelf edge. Directed into the cabinet.

Bring a clean architectural line of light to wardrobes, shelves, kitchen cabinetry and retail 
displays with this 45° LED aluminum channel system. The profile is designed around 18 mm 
(0.7 in) boards, positioning the illuminated diffuser at the shelf edge for a discreet integrated 
appearance.
The angled optical channel projects light forward and downward, improving visibility inside 
cabinets and reducing dark areas behind shelf fronts. An anodized aluminum body supports 
heat dissipation, while the frosted diffuser softens the output of the SMD2835 LED strip.
Choose 3000K warm white, 4000K natural white or 5000-6000K cool white. Multiple length 
options support compact shelves and long continuous runs; the full set includes the profile, 
diffuser, one LED strip, power supply, touch switch and wiring.

12V EDGE-MOUNTED SINGLE-COLOR SYSTEM

Select one white color temperature; the 45° diffuser directs light into the cabinet or display.

01 18 mm shelf fit
Designed for 0.7 in boards to 
create a clean integrated shelf-
edge profile.

02 45° light direction
Projects illumination forward and 
downward for useful cabinet 
visibility.

03 Frosted diffuser
Softens the LED line and reduces 
direct glare while protecting the 
strip.

04 Multiple lengths
Available from 11.81 in to 79 in 
for short shelves and long runs.

PROFILE, LIGHT COLOR AND SHELF INTEGRATION

One integrated edge. Three white temperatures.

COLOR TEMPERATURES 3000K WARM / 4000K NATURAL / 5000-6000K COOL WHITE PROFILE + BOARD FIT 18 MM SHELF / 45° OUTPUT / 11.81-79 IN LENGTHS

Orbisify / 45° LED Aluminum Channel Light Product Specification Sheet
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POWER, EDGE FIT AND WIRE ROUTING

Plan the shelf, 12V supply and wiring path as one system.
Confirm board thickness, total wattage, control position and cable path before final installation.

Connection sequence
Use a compatible 12V DC supply and observe polarity 
from the controller to every light bar.

AC

Mains

>
12V

Supply

>
TOUCH

Switch

>
LED

Channel(s)

Installation checks

Confirm 18 mm board fit

Size the 12V supply for total 10W/m load

IMPORTANT Observe polarity. The supplied routing image shows an optional 3-6 mm wire 
slot and 8-10 mm access hole.

12V DC

SYSTEM VOLTAGE

10W/m

POWER CONSUMPTION

18 mm

SHELF THICKNESS

45°

LIGHT DIRECTION

HIDDEN PROFILE AND CONTROLLED LIGHT DIRECTION

Conceal the hardware. Aim the light where it is needed.

Mounting and control functions

Shelf-edge installation for wardrobes, cabinets, kitchens and displays.

EDGE FIT Place the profile over the edge of a compatible 18 mm board 
and seat it evenly.

WIRE PATH Route cable through the rear groove; create access only 
where concealed wiring requires it.

LIGHT ANGLE The 45° optical chamber sends illumination forward and 
downward into the space.

CONNECT Link the LED strip to the touch switch and 12V power supply 
while observing polarity.

01 AC POWER > 02 12V DC SUPPLY > 03 TOUCH SWITCH > 04 LED CHANNEL LIGHT(S)

Orbisify / 45° LED Aluminum Channel Light Product Specification Sheet
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SPECIFICATIONS AND INSTALLATION

Product specifications. Plan the 18 mm shelf fit, 12V supply, control, wiring and final edge mounting as one 
complete system.

Orbisify / 45° LED Aluminum Channel Light Product Specification Sheet
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FEATURE DETAILS

Product Type 45° edge-mounted LED aluminum channel light full set

Material Anodized aluminum housing with frosted diffuser

Light Source SMD2835 LED strip; 1 LED strip per light bar

Working Voltage DC 12V

Power Consumption 10W per meter

Luminous Flux Up to 800 lumens per meter

LED Density 120 LEDs per meter

Beam Angle 120° wide illumination from a 45° angled profile

Mounting Type Shelf-edge / corner-mount installation; no routed lighting groove required

Shelf Compatibility Designed for 18 mm (0.7 in) boards

Interface DuPont connector

Color Temperatures 3000K Warm White | 4000K Natural White | 5000-6000K Cool White

Length Options
11.81 in (30 cm) | 15.75 in (40 cm) | 19.69 in (50 cm) | 23.62 in (60 cm) | 27.56 in (70 cm) | 31.50 in (80 cm) | 35.43 in (90 cm) | 39.37 in (100 cm)
43.31 in (110 cm) | 47.24 in (120 cm) | 51.18 in (130 cm) | 55.12 in (140 cm) | 59.06 in (150 cm) | 63 in (160 cm) | 68 in (173 cm) | 73 in (185 cm) | 79 in (200 cm)

Control / Power Touch switch and 12V power supply included with the full set

Wire Routing Optional concealed routing shown with a 3-6 mm wire slot and 8-10 mm access hole

Applications Wardrobes, closets, wine racks, kitchen cabinets, worktops, showcases and retail displays

Installation Notes

1 Confirm the shelf

Verify that the board is 18 mm (0.7 in) thick 
and select the required bar lengths.

2 Plan wire routing

Choose the cable exit; use the optional slot or 
access-hole method only when concealed 
wiring is needed.

3 Position the profile

Seat the aluminum profile evenly over the shelf 
edge with the diffuser facing the intended area.

4 Connect the system

Connect the light bar, touch switch and 12V 
power supply while observing polarity.

5 Test light direction

Power the system and verify output, color 
temperature and 45° illumination before final 
securing.

6 Secure and finish

Neatly support the wiring and confirm the 
diffuser remains accessible for service.

5Y
Orbisify 5-Year Warranty
Built for dependable shelf-edge lighting performance and long-term peace of mind.
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