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PRODUCT SPECIFICATION 
SHEET

V1-L RF 
LED
Dimmer 
Controller
12V / 24V
with R6 / 
R6-1
Touch-
Wheel 
Remote

Stepless wireless 
brightness control for 
compatible single-color 
constant-voltage LED strip 
lighting.

01
15A single-channel 
output

Up to 180W at 12V or 
360W at 24V.

02
2.4 GHz RF control

Touch-wheel dimming 
from up to 30 m barrier-
free.

03 One or four zones

Choose R6-1 sync 
control or R6 zone 
selection.

04 Scene memory

Three scene keys plus 
synchronized multi-
receiver pairing.

5
YEAR 
WARRANTY

Dependable control 
performance and 
long-term peace of 
mind.

2.4 GHZ RF SINGLE-COLOR DIMMING

Smooth control.
Flexible zoning.

Receiver and one-zone touch-wheel remote shown.

R6-1
1 ZONE

One receiver. One remote.
Multiple ways to organize the 
light.
Wall holder is shown. Select the 1-zone or 4-zone remote 
configuration.

DC 12-24V
INPUT / OUTPUT

15A
MAX OUTPUT

180-360W
POWER RANGE

30 m
RF RANGE / 98.4 FT

1 / 4 zones
REMOTE OPTIONS

CR2032

REMOTE BATTERY

CONTROLLER KIT ONLY

Power supply and LED strip 
are separate. App control 
requires an optional 
relay/gateway.
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PRODUCT OVERVIEW 02 / 04

SINGLE-COLOR RF DIMMING

Stepless brightness.
Flexible zone control.
The V1-L receiver installs between a regulated 12V or 24V DC 
power supply and a compatible single-color LED strip. Its marked 
15A output supports up to 180W at 12V or 360W at 24V.

The 2.4 GHz touch-wheel remote provides smooth brightness 
adjustment, on/off control, scene memory, and quick brightness 
or zone selection depending on the selected remote.

Choose R6-1 for one-zone synchronized control or R6 for up to 
four independently selected zones. Multiple V1-L receivers may 
be paired to one zone so several lighting runs operate together. MULTI-RECEIVER RF CONTROL

RF CONTROL SYSTEM One remote can be paired with one or more V1-L receivers. Each independent zone uses its own paired receiver.

01 Touch wheel

Smooth continuous 
brightness control, 
approximately 1-100%; use 
the power key for off.

02 R6-1: one zone

One-zone sync control with 
direct 25%, 50%, 75% and 
100% preset buttons.

03 R6: four zones

Select zones 1-4 
individually or combine 
zones for synchronized 
control.

04 Scene memory

Three scene buttons recall 
saved states; long-press 
stores the current setting.

SYNCHRONIZED RECEIVER CONTROL

One remote can coordinate multiple receivers.

Listed barrier-free range: up to 30 m (98.4 ft). Walls, metal cabinetry and electrical interference can reduce actual distance.

2.4 GHz RF

< 30 m

ZONE 1 ZONE 2

SYNC GROUP ZONE 4

Orbisify / V1-L RF LED Dimmer Controller with R6 / R6-1 Remote Product Specification Sheet
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CONTROLS & WIRING 03 / 04

CONNECTION, PAIRING AND REMOTE FUNCTIONS

Match the voltage.
Observe polarity. Pair the zone.
Turn power off before wiring. Use a regulated constant-voltage supply that matches the connected strip.

BASIC CONNECTION

POWER SUPPLY

12V or 24V
regulated DC

V1-L DIMMER

SINGLE-COLOR
LED STRIP

INPUT + / - OUTPUT + / -

Receiver label: 0.5-2.0 mm² conductors; strip approximately 6-7 mm of insulation.

REMOTE PAIRING

1

Short-press MATCH on 
the V1-L receiver.

2

Within about 5 seconds, 
press the desired 
remote or zone key.

3

Test on/off, wheel 
dimming and scene 
recall before mounting.

R6-1 ONE-ZONE REMOTE

Touch wheel

Continuous brightness 
adjustment for the selected 
synchronized group.

Direct presets

25%, 50%, 75% and 100% 
quick-selection buttons.

Three scenes

Short press recalls. Long 
press about 2 seconds saves.

R6 FOUR-ZONE REMOTE

Zone keys 1-4

Short press selects and turns 
on a zone. Long press about 
2 seconds turns that zone 
off.

Group selection

Press multiple zone keys 
quickly to control selected 
zones together.

Wheel + scenes

Adjust the selected zone, 
recall scenes, or save current 
zone states.

MULTI-ZONE RULE Each independent zone requires its own V1-L receiver. Multiple receivers may be paired to the same zone for 
synchronized control.

REMOTE DIMENSIONS
Remote body: approx. 58.5 x 107 x 9 
mm

Holder: approx. 63 x 68 x 7 mm Power: CR2032 coin cell

The remote automatically enters sleep mode after inactivity to conserve battery.

Orbisify / V1-L RF LED Dimmer Controller with R6 / R6-1 Remote Product Specification Sheet
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TECHNICAL REFERENCE 04 / 04

SPECIFICATIONS AND INSTALLATION NOTES

Specifications and installation notes.
Confirm the selected voltage, remote version, total load, battery inclusion and optional app accessories before installation.

FEATURE DETAILS

Product Type Single-channel 2.4 GHz RF dimmer for constant-voltage single-color LED strips

Models MJJC-V1-L-R6-1 (1-zone) / MJJC-V1-L-R6 (4-zone)

Input Voltage DC 12V-24V

Output Voltage DC 12V-24V

Maximum Output Current 15A

Maximum Output Power 180W at 12V / 360W at 24V

Control Frequency 2.4 GHz RF wireless

Listed Remote Range Up to 30 m / 98.4 ft barrier-free

Dimming Stepless brightness control; approximately 1-100%, plus off

Remote Options R6-1 one-zone sync / R6 four-zone selection

Scene Memory Three scene keys; short press recall / long press about 2s save

Battery CR2032 coin cell; verify package inclusion

Remote Size Approx. 58.5 x 107 x 9 mm

Holder Size Approx. 63 x 68 x 7 mm

Operating Temperature -30°C to +55°C

Certifications Shown CE and RoHS on receiver; remote sheet lists CE / EMC / LVD / RED

Environment Dry indoor installation; no waterproof rating supplied

Included 1 x V1-L receiver, selected R6 / R6-1 remote, wall holder

Separate Regulated power supply, LED strip, wiring, optional Wi-Fi relay/gateway

SYSTEM SHOWN

1  V1-L dimmer receiver

2  R6-1 or R6 remote

3  Wall holder

4  Power supply and LED strip 
separate

MODEL VERIFICATION 
NOTE

The supplied images mix R6-1 
one-zone and R6 four-zone 
labels. R6-1 uses 25/50/75/100% 
preset keys; R6 uses zone keys 
1-4. The phone-app graphic 
refers to an optional Wi-Fi relay 
or gateway, not direct Wi-Fi 
inside the standard V1-L 
receiver. Confirm the selected 
remote, battery inclusion, and 
app accessory before ordering.

INSTALLATION AND USE

Configure and test before final mounting.

01 Match the voltage

Use a regulated supply matching the 12V or 
24V strip.

02 Keep below 15A

Size the load and wiring with reasonable 
operating headroom.

03 Power off first

Observe input and output polarity before 
energizing.

5Y Orbisify 5-Year Warranty
Built for dependable dimming control and long-term peace of mind.

ORBISIFY / END
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