
Smart LED 
Under Cabinet 
Light Bar Kit 
Dimmable CCT 
Lighting with 
App Control 
Remote 
Adjustable 
Color 
Temperature 
and Easy 
Installation

01
Three control methods
Bluetooth app, wireless remote and
inline controller.

02
Smooth 1% - 100%
dimming
Set task light, ambient light or any
level in between.

03
2700K - 6500K tunable
white
Move from warm, relaxing light to
cool, crisp illumination.

04
Expandable multi-bar
kit
Distributor layout supports up to
six 18.98 in light bars.

5 YEAR WARRANTY

Dependable Orbisify
coverage and long-term
peace of mind.

SMART CABINET LIGHTING

Control the
atmosphere.
Warm, neutral or cool white from
the phone or remote.

Connected. Adjustable.
Easy to install.

Power, controller, distributor, light bars and wireless control in one coordinated
low-voltage system.

24V DC
SYSTEM VOLTAGE

18.98 in
48 CM LIGHT BAR

1% - 100%
DIMMING RANGE

2700K -
6500K
TUNABLE WHITE

App +
Remote
WIRELESS CONTROL

Up to 6
LIGHT BARS
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SMART CABINET AND ARCHITECTURAL LIGHTING

Tunable light.
Flexible control.

Create a clean, continuous line of light under cabinets, inside
wardrobes, along shelves or across architectural details. The slim
aluminum bars diffuse the LEDs into an even surface glow while
helping protect the light source and manage heat. 

The system combines a universal-input adapter with a 24V DC
lighting circuit, Bluetooth app controller, 2.4G remote and multi-
port distributor. Brightness can be adjusted from 1% to 100%, while
the white tone can move from warm ambient light to crisp cool
illumination. 

Each bar measures 48 cm (18.98 in). Select the required number of
bars and connect them to the distributor using the supplied low-
voltage cables. 

BLUETOOTH APP CONTROL
Scan the controller QR code, install the compatible app and keep Bluetooth
enabled during pairing.

THREE-WAY CONTROL SYSTEM Bluetooth app 2.4G remote Inline controller

01

Tunable white

App-adjustable color range
from approximately 2700K to
6500K.

02

Smooth dimming

Adjust from low ambient
output to full task-light
brightness.

03

1-hour timer

Use the remote to start or
cancel the one-hour auto-off
timer.

04

Multi-light output

The distributor supports
synchronized operation of up to
six bars.

APPLICATIONS

Light where
the space needs
it.

Kitchen cabinets

Wardrobes and closets

Shelves and displays

Bedrooms and living rooms

Hallways and stair details

Ceiling and wall accents 

Indoor surface-mounted linear lighting.

Orbisify / Smart CCT LED Cabinet Light Bar Kit Product Specification Sheet
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OPERATION AND MOUNTING

Control the light.
Mount it your way.

Brightness from 1% to 100%

Use the app, remote or controller to set a soft accent glow, balanced
ambient output or bright task lighting.

Direct remote operation

Power, brightness, warm/cool adjustment, dedicated color-
temperature presets, one-hour timer and timer cancel.

SYSTEM CONNECTION: AC POWER > 24V ADAPTER > BLUETOOTH CCT CONTROLLER > DISTRIBUTOR > LIGHT BARS 

PLUG-AND-PLAY LAYOUT

One controller.
Multiple bars.

100-240V AC ADAPTER

24V CCT CONTROLLER

6-WAY DISTRIBUTOR

Mounting options: 3M double-sided adhesive for clean,
smooth surfaces or metal clips with screws for a more
permanent installation. 

Orbisify / Smart CCT LED Cabinet Light Bar Kit Product Specification Sheet
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SPECIFICATIONS, PACKAGE CONTENTS AND SETUP

Plan the complete lighting system.
Confirm the selected kit quantity, controller version, low-voltage routing, mounting surface and control method before installation.

CORE SPECIFICATIONS

Product type Smart CCT LED cabinet light bar kit

Light bar length 18.98 in (48 cm)

Working voltage DC 24V

Adapter input AC 100-240V

Control methods
Bluetooth app, 2.4G remote, inline
controller

Brightness 1% - 100% dimmable

CCT range 2700K - 6500K adjustable

Remote presets
3500K / 4500K / 5000K / 5500K /
6000K

Beam angle 120°

Expandability Up to 6 bars through distributor

Materials ABS + aluminum

CONTROLS AND ENVIRONMENT

Remote range 16-33 ft (5-10 m)

Remote battery CR2025, included

Controller input 5-24V marked controller family

Working temperature 14°F to 104°F (-10°C to 40°C)

Installation 3M adhesive or screw-mounted clips

Mounting type Surface-mounted

Optional sensor angle 120° thermal motion sensing

Optional sensor range Up to 26.25 ft (8 m)

Delay options 15 / 30 / 60 / 120 seconds

Control points Up to 2048 points, controller variant

Applications
Cabinets, kitchens, bedrooms, stairs,
hallways and ceilings

TYPICAL PACKAGE CONTENTS

1 Selected quantity of 48 cm light bars

2 24V power adapter

3 Bluetooth CCT controller

4 2.4G remote control

5 Multi-port distributor

6 Low-voltage cables

7 3M pads, clips and screws 

Package quantity varies by selected kit.

INSTALLATION SEQUENCE

1

Plan positions

2

Clean surface

3

Fix tape or clips

4

Connect bars

5

Pair controls

6

Test and secure

Configuration note: The supplied images show app/remote control. Motion
sensing, flowing-light effects and 2048-point control are controller-variant features;
confirm that the selected kit includes the required sensor or dynamic controller
hardware. 

Safety: Do not connect the light bars directly to AC mains. Use only the supplied or a compatible 24V DC power adapter, disconnect power before wiring, and keep the adapter, controller
and connections dry unless their individual ratings state otherwise. 
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